
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

INSTALLATION INSTRUCTIONS  

CAT 908 WHEEL LOADER  
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

PHONE: (519) 485-5961 OR 1-800-267-2665 

FAX: (519) 485-3745 OR 1-888-267-3745 
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EVAPORATOR INSTALLATION (902/906/908)  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Seat removed 

 

Cut out template Center template over front two 

metal plugs. 
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Hole scribed and pilot holes drilled for 

jigsaw blade. 

 

Drill two ıò holes 

for drainage. 

Cut out a 3ò diameter 

hole as shown for the 

evaporator lines to go 

through. 
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Place the evaporator coil in the box with the fittings out through the 3ò hole.  Slide the 

coil towards the left side of the box and hook the evaporator flange behind the heater coil 

mounting flange. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Fit the lid in place and drill and tap for ıò bolts.  One bolt per 

end. 
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Hook flange of the evaporator coil behind the 

mounting flange for the heater coil to secure this end 

of the coil. 

 

Install the retaining plate on the fitting end of the coil.  Hold the plate tight to the coil 

and secure with the self drilling screws provided. 
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Run the thermostat probe from the right control console area, out through the 

floor and into the evaporator through the 3ò hole.  Install into the coil as 

shown. 

 

Once the A/C lines have 

been connected to the 

evaporator coil, seal the 3ò 

hole with tar tape. 

Retaining plate in place Thermostat probe in place. 
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CONDENSER (908) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

The condenser mounts in front of the radiator on hinged 

brackets to existing radiator mount bolts. 

 

Remove this cover for top access to condenser area.  Replace when done. 
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 One of four mount bolts Remove this bracket to install condenser and 

hoses. Reinstall when done. 

 

Right hand condenser mount brackets installed. 



 9 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Loosen the inside set of bolts on the left end of the oil cooler. 

 

Fit the slotted hinged bracket behind the 

loosened bolts and re tighten. 

Slide the condenser down into 

place. 
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Use the wing bolts to secure the right end of the 

condenser coil to its mount brackets. 

 

5/16ò hose on condenser 
13/32ò hose on condenser 
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COMPRESSOR (908) 

 

*NOTE*  On older machines the alternator mount may not be setup for the A/C 

compressor.  If this is the case, obtain the updated alternator mount from a Cat dealer. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Remove cover to access pulley and belts. 
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Compressor mounts off 

bottom of alternator bracket. 

Open pulley on crank. 

 

Compressor ear ñEò bolts here Compressor ear ñAò bolts here 
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Upper tightener bracket bolts 

here. 

Compressor in place Belt in place 

 

Upper tightener bracket. 3/8ò bolt. M10 bolt 
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3/8ò x 2 İò bolt Ĳò spacer Lower tightener 

bracket. 

M10 x 40mm bolt Ĳò spacer 

 

Compressor in place 
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Clutch wire to compressor 13/32ò fitting İò fitting 
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DRIER (908) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

M8 x 25mm bolt, lock and flat in 

threaded hole. 

Long drier bracket in place. 

 

5/16ò line to expansion valve 
5/16ò line from condenser Receiver drier with binary 
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Drier mounts to forward side of mount bracket. 
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ELECTRICAL 9902 -906-908) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Thermostat and decal in place in right hand 

control console. 

 

Unbolt console cover 



 19 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Thermostat mounts to metal frame 

with the fender washer on the outside 

of the metal frame. 

Thermostat wired and ready to 

mount to metal frame beside the 

blower switch 

 

Cut this wire coming 

off the blower switch 

Inline ATO fuse connected 

to the clutch wire. 

Clutch wire run from the 

binary switch on the drier. 


